
 

 

 

 

Variomod XC Ethernet 

MODULO INTERNO 

 

Variants Ethernet 

 
VARIOMOD XCethernet 

Supply from the LZQJ-XC 
(optionally with external plug-in power supply) 

Displays 3 LEDs 

Data interfaces RS485 
IEC 62056-21 (7E1), DLMS (8N1), 

Mode C, Mode E, transparent 
300 up to 19200 baud 

Safety/EMC EN 60950-1 
EN 55024 
EN 55032 

Temperature range -25°C...+55°C 
-40°C...+80°C 

Relative humidity max. 95%, non-condensing 

Housing approx. 45 x 105 x 27 (B x H x T) mm 
plug-in into module compartment of LZQJ-XC 

IP 20 

Weight approx. 65 g 

Terminals 2x RJ12 modular sockets (6P6C), 
looped trough 

 
Ethernet: RJ45 modular socket (8P8C) 

12 - 18 V DC 

 

 
Ethernet (RJ45) RS485 (RJ12) RS485 (RJ12)/ 

external supply unit 
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Functions 2 independent password levels: 
configuration and transparent mode 

via Ethernet or locally via 
electrical data interfaces 

integrated watchdog, 
automatic reset (configurable) 

Network IEEE 802.3 10BaseT/100BaseTx 
autonegotiation, Auto-MDI(X) 

DHCP or fixed IP-adress 
TCP/IP Server, FTP, IPT, SMTP (Mail) 

Scope of delivery Variomod Manager 
Instructions for use 
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