
  TE050  

  TE060  

  TE070  

Ring Current Transformer for MV insulated cable  

 

Transformer suitable for primary current by cable with maximum diameter 50mm. 

 
 
 
 
 
 
 
 
 
 

 

Description:  
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 50 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

Transformer suitable for primary current by cable with a maximum diameter of 60mm 

 
 
 
 
 
 
 
 
 
 
 

 

Description:  
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 60 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

Transformer suitable for primary current by cable with a maximum diameter of 70mm 

 
 
 
 
 
 
 
 
 
 
 

 

Description:  
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 70 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

  



  TE105  

  TE105D  

Ring Current Transformer for MV insulated cable  

 

Transformer suitable for primary current by cable with maximum diameter 105mm. 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Description: 
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 105 mm     Installation: Indoor  
Equipped with secondary terminals cover    Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

 

 

 

Transformer suitable for primary current by cable with a maximum diameter of 60mm 

 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

Description:  
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 60 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

 

  



  TE210  

  TE320  

Ring Current Transformer for MV insulated cable  

 

Transformer suitable for primary current by cable with maximum diameter of 210mm. 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Description: 
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 210 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

 

 

 

Transformer suitable for primary current by cable with a maximum diameter of 320mm 

 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

Description:  
Ring Current Transformer for MV insulated cable   Insulation level: 0,72/3/- kV  
Resin cast in self extinguishing plastic case    Frequency: 50 Hz  
Hole diameter 320 mm     Installation: Indoor  
Equipped with 3 mounting holes and secondary terminals cover  Ambient temperature: -25°C / +40°C  
       Reference standard: IEC 61869-1 and IEC 61869-2  

 

 

 

 

 


